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Take apart on line dripper
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A take apart emitter allowing easy on-site cleaning.

 A distinctive turbulent flow-through
labyrinth 

 Minimum water passage width of 1mm.

 Outstanding resistance to clogging.

 Only tow parts, labyrinth built-in to cover.
No risk of losing the labyrinth when taking apart.

 Molded-in press-fit outlet, ensures no water run off along the drip line.

 Compatible with Plastro’s branching adaptors. (1 to 8 outlets)

MATERIALS:

 Engineering grade Polypropylene + PBT
Resistant to chemicals and fertilizers
commonly used in agriculture, U.V.
radiation and mechanical stress.

SPECIFICATIONS:

 3 colour coded emission rates:
Brown  2.0 lph
Black   4.0 lph
Green  7.7 lph

Violet   16.7 lph

 Maximum recommended operation 
pressure: 20m.
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Q=AxH^B  *
%DH
FLOW RATE (LPH) VS PRESSURE

YPE
COLOR
A
B
**
4m
6m
8m
10m
12m
14m
16m
18m
20m

2 L/H
BROWN
0.634
0.484
21.8
1.1
1.5
1.8
2.0
2.1
2.3
2.4
2.5
2.5

4 L/H
BLACK
1.394
0.460
23.0
2.6
3.2
3.6
4.0
4.4
4.7
4.9
5.2
5.4

7.7 L/H
GREEN
2.530
0.480
21.8
4.8
6.0
7.0
7.7
8.4
9.0
9.5
10.2
10.5

16.7 L/H
VIOLET
5.100
0.514
19.3
10.0
13.0
15.0
17.0
19.0
20.0
21.0
22.0
23.0

*   - Q=LPH  
H=m

**  - %DH -  
MAXIMUM ALLOWABLE HEAD LOSS VARIATION



ALONG A LATERAL (AS PERCENT OF THE 

WORKING PRESSURE) TO KEEP FLOW RATE 

VARIATION S ≤ 10% OF WORKING FLOW RATE.

Performance Chart
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O-TIF

COLOR CODE  - BROWN - 2 LPH

MAXIMUM RECOMMENDED LATERAL LENGTH (m)

(MAX. FLOW RATE VARIATION OF - 7.5% OR 10%)
EMITTER

SPACING
SLOPE
PIPE DIAMETER (in  mm)

(OD / ID)

(m)
(%)
12/9.8
16/13.6
17.8/15.2
20/17.4



7.5%
10%
7.5%
10%
7.5%
10%
7.5%
10%


-2
17
20
32
37
38
45
47
56


-1
18
20
35
40
44
50
56
65

0.2
0
19
21
39
43
49
55
66
74


1
20
22
42
46
54
60
75
82


2
20
22
44
48
58
63
82
88


-2
24
27
41
48
47
57
56
68


-1
25
29
47
53
57
66
71
83

0.3
0
27
30
54
60
68
76
90
100


1
29
32
59
65
77
84
105
114


2
30
33
64
69
83
90
116
125


-2
29
33
47
56
54
65
61
76


-1
32
36
56
65
68
79
82
97

0.4
0
34
38
67
75
84
94
110
123


1
37
40
76
83
97
106
132
144


2
39
42
82
89
108
116
149
160


-2
34
39
52
63
59
72
65
82


-1
37
42
65
75
77
90
92
109

0.5
0
41
46
80
89
99
111
129
144


1
45
49
91
100
117
128
159
172


2
48
52
101
109
131
141
180
193


-2
37
43
56
68
62
77
67
86


-1
42
48
72
83
84
99
99
119

0.6
0
47
53
91
101
113
126
146
164


1
52
57
106
116
136
148
184
199


2
56
61
118
127
152
164
210
224

(-)
 UPHILL

(+)
 DOWNHILL
(Continued from page 5)

O-TIF

COLOR CODE  - BROWN - 2 LPH

EMITTER

SPACING
SLOPE
PIPE DIAMETER (in  mm)

(OD / ID)

(m)
(%)
12/9.8
16/13.6
17.8/15.2
20/17.4



7.5%
10%
7.5%
10%
7.5%
10%
7.5%
10%


-2
41
48
59
73
64
81
69
89


-1
47
53
78
91
90
107
105
127

0.7
0
53
60
102
113
126
141
162
182


1
60
65
120
131
154
167
208
225


2
64
69
134
144
174
186
94
254


-2
44
51
62
77
66
84
70
91


-1
51
58
83
98
96
114
110
134

0.8
0
59
66
111
125
138
154
178
199


1
66
73
134
146
171
186
231
250


2
72
78
150
162
195
209
88
284


-2
46
55
64
80
68
86
71
94


-1
55
63
88
104
101
121
114
141

0.9
0
65
72
122
135
149
167
193
215


1
73
80
148
160
188
204
254
274


2
79
86
167
178
117
230
86
136


-2
49
58
65
82
69
89
72
95


-1
59
68
92
110
105
127
118
147

1.0
0
70
78
130
146
161
180
207
231


1
79
87
161
174
205
222
276
297


2
87
94
182
195
96
251
83
126


-2
53
64
68
86
71
92
73
97


-1
65
76
100
120
112
137
125
156

1.2
0
80
89
148
166
182
203
233
260


1
92
101
186
202
238
256
320
343


2
102
110
212
227
88
292
82
118


-2
57
71
71
92
74
96
75
101


-1
74
86
110
132
120
149
131
167

1.5
0
93
105
173
192
212
236
270
302


1
111
120
222
240
284
306
383
410


2
123
132
92
273
84
125
81
113

(-)
 UPHILL

(+)
 DOWNHILL
O-TIF

COLOR CODE  - BLACK - 4 LPH

MAXIMUM RECOMMENDED LATERAL LENGTH (m)

(MAX. FLOW RATE VARIATION OF - 7.5% OR 10%)
EMITTER

SPACING
SLOPE
PIPE DIAMETER (in  mm)

(OD / ID)

(m)
(%)
12/9.8
16/13.6
17.8/15.2
20/17.4



7.5%
10%
7.5%
10%
7.5%
10%
7.5%
10%


-2
11
13
22
25
27
31
34
40


-1
12
13
23
26
29
33
38
43

0.2
0
12
13
24
27
31
35
42
47


1
12
13
25
28
33
36
45
50


2
12
14
26
29
35
38
48
53


-2
16
18
29
33
35
40
43
50


-1
16
18
31
35
39
44
50
57

0.3
0
17
19
34
38
43
48
57
63


1
17
19
36
40
46
51
63
69


2
18
20
38
41
49
54
68
74


-2
20
22
34
40
41
48
49
59


-1
20
23
38
44
47
54
59
68

0.4
0
22
24
42
47
53
59
70
78


1
22
25
46
50
58
64
79
87


2
23
26
48
53
63
68
86
94


-2
23
26
39
46
46
55
54
66


-1
25
28
45
51
54
62
67
78

0.5
0
26
29
50
56
63
70
82
92


1
27
30
55
61
70
77
94
103


2
29
31
59
64
76
83
104
112


-2
26
29
43
51
50
60
58
71


-1
28
31
50
57
60
69
74
86

0.6
0
30
33
57
64
71
80
93
104


1
32
35
64
70
81
89
109
118


2
33
37
68
74
88
96
120
130

(-)
 UPHILL

(+)
 DOWNHILL
(Continued from page 7)

O-TIF

COLOR CODE  - BLACK - 4 LPH

EMITTER

SPACING
SLOPE
PIPE DIAMETER (in  mm)

(OD / ID)

(m)
(%)
12/9.8
16/13.6
17.8/15.2
20/17.4



7.5%
10%
7.5%
10%
7.5%
10%
7.5%
10%


-2
29
33
47
55
53
64
61
76


-1
31
35
55
63
66
76
80
94

0.7
0
34
38
64
71
80
89
103
116


1
36
40
72
79
91
100
122
133


2
38
41
78
85
100
109
137
147


-2
31
36
50
59
56
68
64
79


-1
34
38
59
69
70
82
86
101

0.8
0
37
42
70
78
87
98
113
126


1
40
44
80
87
102
110
135
147


2
42
46
87
94
112
121
152
163


-2
33
39
52
63
59
72
66
83


-1
37
42
64
74
75
87
90
107

0.9
0
41
45
77
86
95
106
122
137


1
44
49
87
95
111
122
149
161


2
47
51
96
104
123
133
167
180


-2
36
41
55
66
61
75
68
85


-1
40
45
68
78
79
93
95
112

1.0
0
44
49
82
92
102
114
131
147


1
48
53
95
104
120
131
161
175


2
51
56
105
113
134
145
182
195


-2
40
46
59
72
65
80
71
90


-1
44
50
74
86
86
102
102
122

1.2
0
50
56
94
104
115
128
148
166


1
55
61
109
120
139
151
185
200


2
59
65
121
131
156
168
211
226


-2
45
53
63
78
69
87
74
95


-1
51
59
84
98
96
114
111
135

1.5
0
59
66
110
122
134
150
171
192


1
66
72
131
143
165
179
221
239


2
71
78
146
158
188
201
102
270

(-)
 UPHILL

(+)
 DOWNHILL
O-TIF

COLOR CODE  - GREEN - 8 LPH

MAXIMUM RECOMMENDED LATERAL LENGTH (m)

(MAX. FLOW RATE VARIATION OF - 7.5% OR 10%)
EMITTER

SPACING
SLOPE
PIPE DIAMETER (in  mm)

(OD / ID)

(m)
(%)
12/9.8
16/13.6
17.8/15.2
20/17.4



7.5%
10%
7.5%
10%
7.5%
10%
7.5%
10%


-2
7
8
15
16
18
21
24
27


-1
7
8
15
17
19
22
25
29

0.2
0
8
8
16
17
20
22
27
30


1
8
9
16
18
21
23
29
32


2
8
9
17
18
22
24
30
33


-2
10
12
20
22
24
28
31
35


-1
11
12
21
23
26
29
34
38

0.3
0
11
12
22
24
28
31
37
41


1
11
12
23
25
29
32
40
44


2
11
13
24
26
31
34
42
46


-2
13
14
24
27
29
34
36
42


-1
13
15
26
29
32
36
41
46

0.4
0
14
15
27
30
34
38
46
51


1
14
16
29
32
37
41
50
55


2
15
16
30
33
39
43
53
58


-2
16
18
28
32
33
39
41
48


-1
16
18
30
34
37
42
47
54

0.5
0
17
19
33
36
41
46
54
60


1
17
19
35
39
44
49
59
65


2
18
20
37
40
47
52
64
70


-2
20
23
35
41
41
48
49
59


-1
22
24
39
45
47
54
59
68

0.75
0
23
26
44
49
54
61
71
79


1
24
26
47
53
60
66
80
88


2
25
28
51
56
65
71
88
95

(-)
 UPHILL

(+)
 DOWNHILL
(Continued from page 9)

O-TIF

COLOR CODE  - GREEN - 8 LPH

EMITTER

SPACING
SLOPE
PIPE DIAMETER (in  mm)

(OD / ID)

(m)
(%)
12/9.8
16/13.6
17.8/15.2
20/17.4



7.5%
10%
7.5%
10%
7.5%
10%
7.5%
10%


-2
25
28
41
48
47
56
55
66


-1
26
30
47
54
56
65
69
80

1.0
0
28
32
54
60
66
74
85
96


1
30
33
59
65
75
82
100
109


2
32
35
64
70
82
89
110
119


-2
29
33
45
54
51
63
59
73


-1
31
35
54
61
64
74
76
90

1.25
0
34
38
63
70
78
86
99
111


1
36
40
70
78
89
98
118
129


2
38
41
76
84
98
106
131
143


-2
32
36
50
59
56
68
62
78


-1
35
39
59
69
69
81
84
99

1.50
0
38
42
71
80
87
98
111
125


1
41
45
81
89
102
111
135
147


2
44
48
89
96
113
122
153
164


-2
36
44
56
66
62
76
68
84


-1
42
48
70
80
80
94
94
114

2.0
0
46
52
86
96
106
118
134
150


1
50
56
100
110
126
138
168
182


2
54
60
112
120
142
152
192
204


-2
43
48
60
73
65
80
70
90


-1
48
55
78
90
90
105
105
125

2.50
0
55
60
100
113
123
138
155
175


1
60
68
118
130
150
163
198
215


2
65
73
133
143
170
183
115
245


-2
45
54
63
78
69
87
72
93


-1
54
60
84
99
96
114
111
135

3.0
0
60
69
111
126
138
153
174
195


1
69
75
135
147
171
186
228
246


2
75
81
153
165
195
210
96
282

(-)
 UPHILL

(+)
 DOWNHILL
O-TIF

COLOR CODE  - VIOLET - 16 LPH

MAXIMUM RECOMMENDED LATERAL LENGTH (m)

(MAX. FLOW RATE VARIATION OF - 7.5% OR 10%)
EMITTER

SPACING
SLOPE
PIPE DIAMETER (in  mm)

(OD / ID)

(m)
(%)
12/9.8
16/13.6
17.8/15.2
20/17.4



7.5%
10%
7.5%
10%
7.5%
10%
7.5%
10%


-2
4
4
9
9
12
12
15
16


-1
4
5
9
10
12
12
16
17

0.2
0
5
5
10
10
12
13
17
17


1
5
5
10
10
13
13
17
18


2
5
5
10
10
13
13
18
18


-2
6
6
12
13
16
16
20
21


-1
6
6
13
13
16
17
21
22

0.3
0
6
7
14
14
17
18
23
24


1
7
7
14
14
18
18
24
25


2
7
7
14
14
18
19
25
26


-2
8
8
15
16
19
20
24
26


-1
8
8
16
16
20
21
26
27

0.4
0
8
8
17
17
21
22
28
29


1
8
9
17
18
22
23
30
31


2
9
9
18
18
23
24
31
32


-2
9
10
18
19
22
23
28
30


-1
10
10
19
20
24
25
31
32

0.5
0
10
10
20
21
25
26
33
34


1
10
11
21
22
26
27
35
36


2
11
11
22
22
27
28
37
38


-2
12
13
23
24
29
30
35
38


-1
13
14
25
26
31
32
39
41

0.75
0
13
14
27
28
34
35
44
45


1
14
15
29
29
35
37
47
49


2
14
15
29
30
38
38
50
52

(-)
 UPHILL

(+)
 DOWNHILL
(Continued from page 11)

O-TIF

COLOR CODE  - VIOLET - 16 LPH

EMITTER

SPACING
SLOPE
PIPE DIAMETER (in  mm)

(OD / ID)

(m)
(%)
12/9.8
16/13.6
17.8/15.2
20/17.4



7.5%
10%
7.5%
10%
7.5%
10%
7.5%
10%


-2
15
16
28
29
33
35
41
43


-1
16
16
30
31
37
38
46
49

1.0
0
16
17
33
34
41
42
53
55


1
18
18
35
36
44
45
58
60


2
18
19
37
38
47
48
62
64


-2
18
19
31
33
38
40
46
49


-1
19
19
34
36
41
44
53
55

1.25
0
19
20
39
40
48
50
61
64


1
21
21
41
43
51
54
68
70


2
21
23
44
45
55
56
74
76


-2
20
21
35
36
41
44
50
53


-1
21
21
38
41
47
48
59
62

1.5
0
21
23
44
45
54
56
69
72


1
24
26
47
48
59
62
78
80


2
26
26
50
51
63
65
84
87


-2
24
24
40
42
48
50
56
60


-1
24
26
46
48
54
58
68
72

2.0
0
26
28
52
54
64
68
84
86


1
30
30
58
60
72
74
96
98


2
32
32
62
64
78
80
104
108


-2
28
28
45
48
53
55
60
65


-1
28
30
53
55
63
65
75
80

2.5
0
30
33
58
60
75
78
98
100


1
35
35
68
70
85
88
113
115


2
38
38
73
75
93
95
125
128


-2
30
30
48
51
57
60
66
69


-1
30
33
57
60
69
72
84
87

3.0
0
33
36
66
69
84
87
108
111


1
39
42
78
81
96
99
129
132


2
42
42
84
87
108
111
144
147

(-)
 UPHILL

(+)
 DOWNHILL
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BROWN 2

BLACK 4

GREEN 7.7

VIOLET 16.7

PRESSURE (m)

FLOW RATE (lph)

0

0

0

0

1.1
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4.8

10

1.5

3.2

6

13

1.8

3.6

7

15

2

4
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8.4
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9
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גיליון1

								1		2		4		5		6		8		10		12		15		20		30

		KATIF 2.3l/h						1.8		3.25		2.7		2.18		2.18		2.24		2.28		2.24		2.25		2.25		2.28

		KATIF 2.8l/h						2.4		3.7		2.92		2.82		2.72		2.75		2.83		2.82		2.78		2.77		2.84

		KATIF 3.75l/h						4		5.52		4.68		4.22		3.88		3.65		3.66		3.76		3.65		3.66		3.7

		KATIF 8.4l/h						7.87		9.8		9.3		8.62		8.42		8.45		8.46		8.27		8.2		8.41		8.4

								7.5		10		12.5		15		17.5		20		25		30		35		40

		BROWN     2.2						2.2		2.2		2.2		2.2		2.2		2.2		2.2		2.1		2.1		2.1

		BLACK       4						3.9		3.9		3.9		3.9		3.9		3.9		3.9		3.9		3.9		3.9

		GREEN      8						7.9		7.9		7.9		7.9		7.9		8		8		8		7.9		7.8

		RED         12						11.3		11.3		11.2		11.2		11.2		11.2		11.2		11.1		11.1		11.1

								12.5		15		17.5		20		25		30		35		40

		BLUE        3.1						3.1		3.1		3.1		3		3		3		3		3

		VIOLET     5						5.1		5.1		5.1		5.1		5		5		5		5

								6m		8m		10m		12m		14m		16m		18m		20m		25m		30m

		BLACK  (2)						1.6		1.9		2.1		2.3		2.6		2.7		2.9		3.1		3.5		3.8

		BLACK  (4)						3.2		3.7		4.1		4.5		4.8		5.1		5.4		5.7		6.4		6.9

		GREEN  (8)						6.3		7.2		8		8.7		9.3		9.9		10.5		11		12.2		13.3

		RED     (11)						9.1		10.3		11.3		12.1		12.9		13.7		14.4		15		16.5		17.8

						0		4m		6m		8m		10m		12m		14m		16m		18m		20m

		BROWN		2		0		1.1		1.5		1.8		2		2.1		2.3		2.4		2.5		2.5

		BLACK		4		0		2.6		3.2		3.6		4		4.4		4.7		4.9		5.2		5.4

		GREEN		7.7		0		4.8		6		7		7.7		8.4		9		9.5		10.2		10.5

		VIOLET		16.7		0		10		13		15		17		19		20		21		22		23





גיליון1

		0		0		0		0

		1		1		1		1

		2		2		2		2

		4		4		4		4

		5		5		5		5

		6		6		6		6

		8		8		8		8

		10		10		10		10

		12		12		12		12

		15		15		15		15

		20		20		20		20

		30		30		30		30
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KATIF 2.3l/h

KATIF 2.8l/h

KATIF 3.75l/h

KATIF 8.4l/h

PRESSURE (m)

FLOW RATE (lph)

0

0

0

0

1.8

2.4

4

7.87

3.25

3.7

5.52

9.8

2.7

2.92

4.68

9.3

2.18

2.82

4.22

8.62

2.18

2.72

3.88

8.42

2.24

2.75

3.65

8.45

2.28

2.83

3.66

8.46

2.24

2.82

3.76

8.27

2.25

2.78

3.65

8.2

2.25

2.77

3.66

8.41

2.28

2.84

3.7

8.4



גיליון2

		0		0		0		0

		5		5		5		5

		7.5		7.5		7.5		7.5
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		12.5		12.5		12.5		12.5

		15		15		15		15

		17.5		17.5		17.5		17.5

		20		20		20		20

		25		25		25		25

		30		30		30		30

		35		35		35		35

		40		40		40		40
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BROWN     2.2

BLACK       4

GREEN      8

RED         12

PRESSURE (m)

FLOW RATE (lph)

0

0

0

0

2.2

3.9

7.9

11.3

2.2

3.9

7.9

11.3

2.2

3.9

7.9

11.3

2.2

3.9

7.9

11.2

2.2

3.9

7.9

11.2

2.2

3.9

7.9

11.2

2.2

3.9

8

11.2

2.2

3.9

8

11.2

2.1

3.9

8

11.1

2.1

3.9

7.9

11.1

2.1

3.9

7.8

11.1



גיליון3
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BLUE        3.1

VIOLET     5

PRESSURE (m)

FLOW RATE (lph)

3

5.2

3.2

5.2

3.1

5.1

3.1

5.1

3.1

5.1

3

5.1

3

5

3

5

3

5

3

5
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BLACK  (2)

BLACK  (4)

GREEN  (8)

RED     (11)

PRESSURE (m)

FLOW RATE (lph)
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BROWN 2

BLACK 4

GREEN 7.7

VIOLET 16.7

PRESSURE (m)

FLOW RATE (lph)



		





		






