“JET+”

Ray - Jet Sprayer

Integral Anti-Ant Device

MAIN FEATURES

 No moving parts

 Wide range of color-coded, nozzles for different flow rates (see table).

 Integral anti-ant device.

 Range limited available for
young plants. Wetting Radius
upto 0.5m.

 Long, low angle jet streams.

 Available in variety of distribution
patterns. 360º (Black).
               300º (Orange).
              180º  (Red).

 3/8” threaded and conical connection.

Working pressure range:

0.5 to 3.5 atm.

5 Colors coded nozzles:

See performance chart.

 ..
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JET+

Nozzle code

Ø(mm)
Pressure

(Bar)
Discharge

(Lph)
Pattern Wetting Radius

(m')




360
300
180

Black
1.5
35
2.2



(0.85)
2.0
40
2.3
2.4
2.4


2.5
43
2.5




3.0
47
2.5



Blue
1.5
44
2.6



(1.0)
2.0
51
2.7
2.8
2.9


2.5
56
2.8




3.0
61
2.8



Dark Blue
1.5
55
2.8



(1.1)
2.0
63
2.9
3.2
3.5


2.5
70
3.0




3.0
77
3.1



Green
1.5
64
3.3



(1.2)
2.0
74
3.5
3.4
3.8


2.5
83
3.6




3.0
91
3.9



Red
1.5
90
4.1



(1.4)
2.0
104
4.3
4.3
4.5


2.5
115
4.6




3.0
126
4.9





25 cm above ground



Range Limitter;Limit the Wetting Radius to one m'
“JET+”

Ray - Jet Sprayer

Integral Anti-Ant Device

FLOW  RATE  DATA

TYPE
Q=AxH^B  **
%DH
FLOW RATE (LPH) AT PRESSURE

COLOR     (mm)
A
B
***
10m
15m
20m
25m
30m
35m
40m

BLACK     (0.8)
11.16
0.4132
25.9
29.7
35.1
39.5
43.3
46.7
49.8
52.6

BLUE        (1.0)
12.7864
0.4587
23
36.8
44.3
50.5
56.0
60.9
65.3
69.4

GREEN      (1.2)
15.7554
0.5157
20
51.7
63.7
73.9
82.9
91.0
98.6
105.6

RED           (1.4)
24.2567
0.4845
21.7
74.0
90.1
103.6
115.4
126.0
135.8
144.9

WHITE       (1.6)
30.0681
0.4984
21
94.7
116.0
133.8
149.6
163.8
176.9
189.0

VIOLET     (1.8)
35.647
0.529
19.7
120.5
149.3
173.9
195.7
215.5
233.8
250.9

YELLOW   (2.0)
49.9256
0.4847
21.7
152.4
185.5
213.3
237.6
259.6
279.7
298.4

BROWN     (2.2)
58.6621
0.4972
21
184.3
225.5
260.2
290.7
318.3
343.6
367.2

ORANGE    (2.4)
57.1814
0.5578
18.6
206.6
259.0
304.1
344.4
381.2
415.5
447.6

NOTE:  TESTED  WITHOUT  MICRO-TUBE.

**
Q=LPH   H=m.

***
%DH  -  MAXIMUM  ALLOWABLE  HEAD  LOSS  DIFFERENCE.


ALONG  A  LATERAL  (AS  PERCENT  OF  THE  WORKING  PRESSURE).


TO  KEEP FLOW  RATE  DIFFERENCEC  ≤ 10%


OF  WORKING  FLOW  RATE.

For Maximum Lateral Length See Rondo Tables.
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